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SetaGrip: Patented Micro-Suction LVT Backing

Instant Wet-Set Strength without the Wet-Set Mess

Designed for fast-track commercial renovations where downtime, IAQ, and long-term performance

matter (Healthcare, Education, Corporate, Retail). 

Why A&D Teams Specify SetaGrip

Adhesive-free installation with a secure bond

on approved substrates.

No traditional wet-set adhesive odors in

the space

Supports rapid return-to-service in

occupied facilities

Replace individual plank/tile without

scraping adhesive residue

Renovation-friendly approach for real-world

jobsite conditions.

Clean installation approach (reduced

disruption)

Helpful for ICRA-sensitive environments

(e.g. healthcare)

Designed to resist shifting under high

foot traffic and rolling loads*

*Performance depends on substrate preparation and

adherence to OneFlor installation requirements.

Approved Substrate System (Current Standard)

Patch / SLU: Ardex Feather Finish; Schonox SL (properly cured; flat; clean; dust-free)

Concrete (RH-based protocol):

≤ 80% RH: Approved over bare concrete when free of dust, flat, and clean.

> 80% RH: Apply 1 coat Wakol PU280 (sand; ensure flat), then install directly

over.

High moisture / barrier required: Apply 2 coats Wakol PU280 per

manufacturer instructions to create a 100% RH moisture barrier prior to

installing SetaGrip.

Other patches/primers/sealers: available by written approval (case-by-case)

Note: Concrete sealing requirements may vary by jobsite conditions; always follow OneFlor installation

requirements and Wakol PU280 instructions.

Peel Strength Snapshot (Internal Testing)

Internal peel testing indicates higher bond performance in current production SetaGrip versus prior

benchmarks under tested conditions. 

Dwell Time Prior Avg (N/mm) Current Avg (N/mm) Increase

24 Hours 0.535 2.378 440%
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72 Hours 0.647 2.667 410%

5 Days 0.709 2.598 360%

Source: Internal peel strength testing (Nov 2025). Testing conducted on approved non-porous and sealed substrates.

Results vary with substrate prep, environmental conditions, and test method. 

Specification Notes (Copy/Paste)

Basis of Design: LVT with patented SetaGrip micro-suction backing for adhesive-free

installation and rapid return-to-service in occupied facilities.

Substrate Prep: Patch/SLU to be Ardex Feather Finish or Schonox SL (properly cured and

prepared). Concrete permitted per RH-based protocol; use Wakol PU280 as required per

manufacturer instructions and OneFlor installation requirements.

For alternates and project-specific conditions, request written system approval from OneFlor

USA.

Next steps for your project team: Request samples, spec language, and current

installation requirements.
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